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DESIGN/APPLICATION DATA :  RBN-Series bubbler nozzle produces a highly aerated low mound of water.

NOTES: 1. This is a water level dependent nozzle.

    2. Boxed area indicates optimum performance.

    3. Bubbler nozzles may generate wave turbulence in small, confined pools, requiring a dampening device       

        (available as an accessory item); see catalog sheet 1.810 & 1.811.

    4. Due to continuing product improvement program, Roman Fountains reserves the right to change the specifications 

        without notice.

SPECIFICATION DATA:  Bubbler Nozzle; cast bronze construction, copper venturi air intake snorkel and (F) N.P.T. threaded

connections. (Optional alignment swivel available as an accessory item; see catalog sheet 1.802).
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TECHNICAL AND HYDRAULIC DATA

DIMENSIONS SPRAY HEIGHT/PERFORMANCE

RBN-050 1/2" 3-1/2" 2-1/2" 4-1/4" 3-1/4"

MODEL NO.

(F) N.P.T.

'A' 'B' 'C' 'D'

RBN-075 3/4" 5" 2-1/2" 4-1/4" 3-1/2"

RBN-100 1" 6-1/4" 3" 6" 4-1/2"

RBN-150 1-1/2" 9-1/4" 5" 7-1/4" 5-1/4"

RBN-200 2" 10" 3" 7-3/4" 7"

RBN-300 3" 11-1/2" 3-1/2" 13-1/2" 9-1/4"
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7' 10' 11' 13' 16' 21' 24' 39'

110 129 139 164 167 188 202 237 290
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F.F.

RBN-300

RWS-L OR RWS-S SERIES, WATERSTOP

(AVAIL. AS ACCESSORY ITEM; SEE

CATALOG SHEET 1.806/1.807

OPTIMUM

OPERATING WATER

LEVEL

(F)N.P.T.

BRASS PIPE NIPPLE;

LENGTH AS REQUIRED
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